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Suspension Specifications

E36 Chassis 3-Series M3

 

Tire Pressures:

Front 32 lbs.

Rear 34 lbs.

Sway Bars:

Front Full Soft

Rear Full Stiff

Shock Settings:

·         Front 1 1/8 turns from full soft

·         Rear 1 1/8 turns from full soft

NOTE: All Dinan Suspension Alignments Are Done With Full Fuel Tanks And No Weight Inside The Vehicle

Stage 1 and 2:

Front:     Tol.

Camber -0.9° ± 0.5°

Caster 6.6° ± 0.5°

Total Toe 0.17° ± 0.08°

Rear:   
Camber -1.5° ± 0.3°

Total Toe 0.50° ± 0.10°

Stage 3:

Front:     Tol.

Camber -1.7° ± 0.5°

Caster 6.6° ± 0.5°

Total Toe 0.17° ± 0.08°

Rear:   
Camber -1.6° ± 0.3°

Total Toe 0.50° ± 0.10°

Stage 4:

Front:     Tol.

Camber -2.8° ± 0.5°

Caster 6.6° ± 0.5°
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Total Toe 0.17° ± 0.08°

Rear:   
Camber -1.6° ± 0.3°

Total Toe 0.50° ± 0.10°

 


